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    SEE OPERATING PROCEDURES ON AERODROME CHART Page 2.

 CHRISTMAS CREEK (YCHK) AD 12NM TO E.CAUTION:1. 
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TAXIWAY :  BLUE EDGE

3. FIA FREQ 128.15 AVBL IN CIRCUIT.

    CLOSE TO THE GROUND AT YCHK IS NOT POSSIBLE.

    DUE TO TERRAIN SHIELDING, VHF CONTACT WITH ACFT ON OR

    AND THE APCH/DEP TRACKS CROSS CLOSE TO THE GROUND.

 CHRISTMAS CREEK (YCHK) IS IN CLOSE PROXIMITYCAUTION:2. 

26 NOV 2026

RL            :  AFRU+PAL 127.05, SDBY (10 SEC), PTBL (90 MIN PN, BY ARRANGEMENT)

PAPI  3.0°  54FT  LIRL  PTBL

PAPI  3.0°  54FT  LIRL  PTBL

© Airservices Australia

4. AWIS RQ THREE ONE-SECOND PULSES TO ACTIVATE.

Changes: SDBY SWITCHOVER TIME, PTBL PN, NOTES 5, 6 AND 7, Editorial.

5. SOLAR PAPI IN USE.

    ACFT ARR AND DEACTIVATED 15 MIN AFTER DEP.

6. LGT MAN ACT BY AD REP OFFICER 30 MIN PRIOR TO SCHEDULED

7. MAIN AND SDBY POWER SUPPLIED BY AD GENERATORS.


